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CHUPOL EA-1

BLACK STAIN INHIBITOR

Description
CHUPOL EA-1 is a new type of black stain inhibitor which consists of unique polycarboxylate type surfactant.

The use of CHUPOL EA-1 is effective to reduce black stains caused by unburned carbon components from

cementitious materials and to improve concrete appearance.

Applications
Concrete slab
Concrete pillar
Concrete beam

Concrete wall

Advantages

Reduces black stains on concrete surface
Improves concrete appearance

Homogeneous in almost PCE type superplasticizers

Reference 3% to Superplasticizer

Dosage
There is no standard addition rate for CHUPOL EA-1. The amount will vary with the solid content of water
reducers and the quality of cementitious materials. The amount is usually in the range of 1% to 10% of

weight of PCE type superplasticizers.



Product Notes
CHUPOL EA-1 can be blended with PCE type superplasticizers.
(Notes: Prefer the pH value of PCE type superplasticizer blended at pH 6 to 10.)

Characteristic
Appearance : Brownish liquid
Solid content : Approx. 25 %
Density (20°C) : Approx. 1.11 g/cm3

Chloride content : Nil

Storage
CHUPOL EA-1 should be stored at 5 to 40 °C. Although freezing does not harm the performance of CHUPOL
EA-1, precautions should be taken to protect it from freezing. If product is frozen, thaw and reconstitute

with mechanical agitation. Do not use pressurized air for agitation.

Shelf Life
CHUPOL EA-1 has a minimum shelf life of 12 months. Please contact your local sales representative regarding

suitability for use and dosage recommendations if the shelf life of CHUPOL EA-1 has been exceeded.

Packaging
CHUPOL EA-1 is supplied in 200kg drums.
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