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CHUPOL P115U 

PCE FOR ULTRA HIGH STRENGTH CONCRETE 
 

Description 

CHUPOL P115U is polycarboxylate based superplasticizer for ultra-high strength concrete. CHUPOL P115U 

reduces concrete viscosity and substantially reduces pumping pressure. In addition, CHUPOL P115U 

performs in wide range of concrete (40-120MPa). 

 

Applications 

・ Ready-mixed concrete 

・ Precast / Prestressed concrete 

・ Ultra-high strength concrete 

・ Self-consolidating concrete (SCC) 

 

Advantages 

CHUPOL P115U provides the following properties : 

・ Easy to make ultra-high strength concrete (over 100MPa) 

・ Extremely high dispersing ability of cementitious materials 

・ Provides lower viscosity to ultra-high strength concrete 

・ Excellent workability retention 

・ Free of chloride ion 

 

Dosage 

A recommended dosage range of CHUPOL P115U is between 1 and 6% as S.C. 20% by weight of cementitious 

materials. The dosage rate will vary according to concrete materials, ambient conditions and the specific 

requirements of concrete.  

 

Characteristic 

・ Appearance : Brownish liquid 

・ Solid content :  Approx. 60 % 

・ Density (20℃) : Approx. 1.12 g/cm3 

・ Chloride content : Nil 

  



 

TAKEMOTO OIL & FAT CO.,LTD. 
2-5, Minatomachi, Gamagori-shi, Aichi, 443-8611, JAPAN 
Phone：+81-533-68-2118 

https://www.chupol.jp/en/ 

Performance Data 

W/C=25%, W=175kg/m3, C=700kg/m3, Concrete Temp. 20℃, Target Air content: 2.0% 

Contents 
Dosage 

(C×%) 

Slump Flow (mm) Compressive Strength (MPa) 

0min. 30min. 60min. 7days 28days 

Conventional 

Product 
1.50 670 640 590 85 105 

CHUPOL P115U 

(As S.C.20%) 
1.40 680 690 670 88 108 

 

 

   

 Before opening gate After opening gate 

 Fig 1. Imagine of L-box test Fig 2. Result of L-flow speed 

  

Storage 

CHUPOL P115U should be stored in the range of 5 to 40 °C.  Although freezing does not degrade the 

performance of CHUPOL P115U, precautions should be taken to protect CHUPOL P115U from freezing.  If 

CHUPOL P115U is frozen, please thaw and mix thoroughly with mechanical agitation. 

 

Shelf Life 

Shelf life when CHUPOL P115U is stored in unopened packaging is 18 months.  Please contact TAKEMOTO 

regarding suitability for use and dosage recommendations if the shelf life of CHUPOL P115U has been 

exceeded. 

 

Packaging 

CHUPOL P115U is supplied in 210kg drums or 1,000kg totes. 

 

Related Documents 

Safety Data Sheet 
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